
Handy & Harman Specialty Tube Company
Camdel Metals Corporation

T Y P I C A L  A P P L I C AT I O N S :
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Sensors
  
Transmitters

Flow Meters

Pressure Seals

for the Petrochemical, Process Construction, Pulp & Paper & Power Generation Industriesfor the Petrochemical, Process Construction, Pulp & Paper & Power Generation Industries

Available Flow Measurement tubing:

• 300 Series

• Nickel 200

• Hastelloy C-276 ®

• Hastelloy C-22 ®

• Monel 400 ®

• K Monel 500 ®

• Inconel 600, 601 and 625 ®

• other alloys available upon request

K E Y  F E AT U R E S :

Corrosion resistant
  
Tolerates a wide range of environments

Seamless for guaranteed integrity

Close tolerance maintained throughout

OD & ID clean and free of oxides or defects

Excellent quality control (vertically integrated mfg.)

For Flow Measurement & Sensing Tubing applications, H&H 

Small Coil Products offer ultra high quality tubing of seamless 

construction, with inside and outside diameters clean and free 

of oxides and defects. Because our Small Coil operation is 

vertically integrated, we guarantee quality control throughout 

the process, from creation of feed stock in our large coil mill, 

through drawing and finishing. We maintain consistently  

close tolerances throughout, assuring complete integrity  

of the material.

All of our materials are corrosion resistant, and withstand a 

variety of severe environmental conditions. New alloys are 

constantly tested and evaluated for specific applications. 

Our engineering staff welcomes the opportunity to work with 

customers to solve special problems. 

Handy & Harman’s tubing products are available in straight 

lengths and coils of various lengths. Straight length sizes down 

to 1/4" in length are cut on burr and deformation-free high 

speed equipment.
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SIZE RANGE

.020" OD to .250" OD

.005" wall to .100" W

STANDARD TOLERANCE

OD smaller than .09375", spread of .002"

From .09375" to less than .1875", spread of .003"

From .1875" thru .250", spread of .004"

STANDARD WALL TOLERANCE   

+/-10% of the nominal

½ of standard tolerance is usually available; check with the mill

	 NOTE:

	 •	 Long length coils – max length varies with tube size – check with the mill

	 •	 Straight “cut to length” tubing available in a variety of lengths

	 •	 Both longer straight lengths and very short cut pieces produced on high speed  
		  cut off equipment 

IN STOCK FOR QUICK SHIPMENT

		  Size		  Material	 Standard lengths
	 OD		  ID	 Stainless	 in coils
	.0625" (1.588mm)		  .010" (.254mm)	 316	 300' (91.44m)
	.0625" (1.588mm)		  .020" (.508mm)	 316 and Nickel 200	 500' (152.4m)
	.0625" (1.588mm)	 .	 030" (.762mm) 	 316	 1000' (304.8m)

	 Tolerances: 	 OD + .002" (.051mm) –.000"
		  ID ± .001" (.025mm)

OTHER SIZES AVAILABLE
Two popular sizes available with Chromat ID are

.030" (.762mm) OD x .020" (.508mm) ID

.020" (.508mm) OD x .010" (.254mm) ID
These are available in Stainless Steel type 304, 321, 347, 316 and Nickel 200 with other alloys available.

SPECIAL SIZES AND ALLOYS AVAILABLE UPON REQUEST.

Handy & Harman Small Coil Products Division has specialized 

in the manufacture of seamless coil tubing .250” OD and 

smaller for more than 50 years. We offer service in most 300 

series grades of stainless steel as well as High Nickel Alloy 

tubing, such as Hastelloy C-276, C-22, Monel 400, Inconel 

600 and Inconel 625, for optimum performance in various 

environments and applications.

VACUUM ANNEALING
Handy & Harman takes special care during the 

manufacturing process to assure ID and OD cleanliness of 

coil tubing. Vacuum annealing insures volatility of metallic 

oxides and removal of any residual degreasing solvents or 

drawing lubricants. Vacuum annealing of stainless steel 

tubing insures a bright, cosmetically appealing surface as 

well as excellent mechanical properties.

ISO 9001:2000 CERTIFIED


